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BETAsolar PV Connector 
LSC-01

■ TÜV Rheinland Certificate No.: R 60079390

■ UL Certificate No.: E353703

■ Rated Voltage: 1000V (TÜV), 600V / 1000V (UL)

■ Rated Current: 30A (4/6mm²), 22A (2.5mm²)

■ Contact Resistance: ≤0.3mΩ

■ Insulation Resistance: >3GΩ

■ Protection Degree: IP68(mated), IP2X(unmated)

■ Pollution Degree: 3

Technology data sheet

Certification

■ Flame Class: UL94-V0

■ Rated Impulse Voltage: 8KV

■ Temperature Range: -40°C~+85°C

■ Wire Size Range: 2.5/4.0/6.0mm² (TÜV), 14/12/10AWG (UL)

■ Cable Diameter: Φ5.0~8.0mm

■ MC4 compatible

LISTED
PV wire
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BETAsolar PV Connector 
LSC-R1

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending

■ Rated Voltage: 1000V / 1500V (TÜV), 600V / 1000V (UL)

■ Rated Current: 30A (4/6mm²), 22A (2.5mm²)

■ Contact Resistance: ≤0.3mΩ

■ Insulation Resistance: >3GΩ

■ Protection Degree: IP68(mated), IP2X (unmated)

■ Pollution Degree: 3

Technology data sheet

Certification 

■ Flame Class: UL94-V0

■ Rated Impulse Voltage: 8KV

■ Temperature Range: -40°C~+85°C

■ Wire Size Range: 2.5/4.0/6.0mm² (TÜV), 14/12/10AWG (UL)

■ Cable Diameter: Φ5.0~8.0mm

■ MC4 compatible
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BETAsolar PV Connector
LSC-R2

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending

■ Rated Voltage: 1000V / 1500V (TÜV), 600V / 1000V (UL)

■ Rated Current: 30A (4/6mm²), 22A (2.5mm²)

■ Contact Resistance: ≤0.3mΩ

■ Insulation Resistance: >3GΩ

■ Protection Degree: IP68(mated), IP2X (unmated)

■ Pollution Degree: 3

Technology data sheet

Certification

■ Flame Class: UL94-V0

■ Rated Impulse Voltage: 8KV

■ Temperature Range: -40°C~+85°C

■ Wire Size Range: 2.5/4.0/6.0mm² (TÜV), 14/12/10AWG (UL)

■ Cable Diameter: Φ5.0~8.0mm

■ MC4 compatible
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BETAsolar PV Connector 
LSC-R3

■ Rated Voltage: 1000V / 1500V (TÜV), 600V / 1000V (UL)

■ Rated Current: 30A (4/6mm²), 22A (2.5mm²)

■ Contact Resistance: ≤0.3mΩ

■ Insulation Resistance: >3GΩ

■ Protection Degree: IP68(mated), IP2X(unmated)

■ Pollution Degree: 3

Technology data sheet

Certification 

■ Flame Class: UL94-V0

■ Rated Impulse Voltage: 8KV

■ Temperature Range: -40°C~+85°C

■ Wire Size Range: 2.5/4.0/6.0mm² (TÜV), 14/12/10AWG (UL)

■ Cable Diameter: Φ5.0~8.0mm

■ MC4 compatible

■ TÜV Rheinland Certificate No.: Pending

■  UL Certificate No.: Pending

LEONI Cable (China) Co., Ltd Business Unit Solar & Windpower 丨 Phone:+86-519-8988-7107 丨 Fax:+86-519-8988-7130 丨 E-mail:cn.solar-windpower@leoni.com



BETAflam® Solarwww.leoni-solar-windpower.com

■ TÜV Rheinland Certificate No: R 50220273

■ UL Certificate No: E342801

■ Rated Voltage: 

   LSB-00010: 1000V (TÜV), 600V (UL) 

   LSB-00011: 1000V (TÜV), 1000V (UL)

■ Max. Working Voltage: 100V

■ Rated Current:12A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Rail: 4

■ Power:180~400W

Technology data sheet

Certification 

■ Application Class: Class A

■ Sealing Type: Sealing ring, Non-potting

■ Dielectric Strength:

   LSB-00010: 6.0KV (AC) TÜV (50Hz 1 min), 2.2KV (DC) UL (1 min)

   LSB-00011: 6.0KV (AC) TÜV (50Hz 1 min), 3.0KV (DC) UL (1 min)

■ Protection Degree: IP65

■ Pollution Degree: 2

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

BETAsolar SoBo-X Junction Box 
LSB-00010 / LSB-00011

LISTED
PV wire
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BETAsolar PsBo-X Junction Box
LSB-00070 / LSB-00071
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■ TÜV Rheinland Certificate No.: R 50276532

■ UL Certificate No.: E342801

■ Rated Voltage: 

   LSB-00070: 1000V (TÜV), 600V (UL) 

   LSB-00071: 1000V (TÜV), 1000V (UL)

■ Max. Working Voltage: 100V

■ Rated Current: 13A

■ Reverse Current: 25A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Power: 180~400W

■ Dielectric Strength: 

   LSB-00070: 6.0KV (AC) TÜV (50Hz 1 min), 2.2KV (DC) UL (1 min)

   LSB-00071: 6.0KV (AC) TÜV (50Hz 1 min), 3.0KV (DC) UL (1 min)

■ Protection Degree: IP67

■ Pollution Degree: 1

■ Sealing Type: Potting

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

LISTED
PV wire

Certification 

Technology data sheet
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BETAsolar PsBo-X Junction Box
LSB-00110 / LSB-00112

■ TÜV Rheinland Certificate No.: R 50255371

■ UL Certificate No.: E342801

■ Rated Voltage: 

   LSB-00110: 1000V (TÜV), 600V (UL) 

   LSB-00112: 1500V (TÜV), 1000V (UL)

■ Max. Working Voltage: 100V

■ Rated Current: 12A

■ Reverse Current: 25A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Power): 180~400W

Technology data sheet 

Certification 

■ Dielectric Strength: 

   LSB-00110: 6.0KV (AC) TÜV (50Hz 1 min), 2.2KV (DC) UL (1 min)

   LSB-00112: 8.0KV (AC) TÜV (50Hz 1 min), 3.0KV (DC) UL (1 min)

■ Protection Degree: IP67

■ Pollution Degree: 1

■ Sealing Type: Potting

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

LISTED
PV wire
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BETAsolar PsBo-X Junction Box
LSB-00130 / LSB-00132

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending

■ Rated Voltage: 

LSB-00130: 1000V (TÜV)

LSB-00132: 1500V (TÜV), 1000V (UL)

■ Max. Working Voltage: 100V

■ Rated Current: 15A

■ Reverse Current: 25A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m 

Cable)

■ Power: 180~400W

■ Dielectric Strength: 

8.0KV (AC) TÜV (50Hz 1 min), 3.0KV (DC) UL (1 min)

■ Protection Degree: IP67

■ Pollution Degree: 1

■ Sealing Type:  Potting

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

■ Structural Features: 3-separated type

Technology data sheet

Certification 
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BETAsolar PsBo-X Junction Box 
LSB-00131 / LSB-00133

■ Rated Voltage: 

   LSB-00131: 1000V (TÜV)

   LSB-00133: 1500V (TÜV), 1000V (UL)

■ Max. Working Voltage: 100V

■ Rated Current: 15A

■ Reverse Current: 25A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Power: 180~400W

■ Dielectric Strength: 

   8.0KV (AC) TÜV (50Hz 1 min), 3.0KV (DC) UL (1 min)

■ Protection Degree: IP67

■ Pollution Degree: 1

■ Sealing Type: Potting

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

■ Structural Features: 3-separated type
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Technology data sheet

Certification 

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending
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BETAsolar PsBo-X Junction Box 
LSB-10030 

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending

■ Rated Voltage: 1000V / 1500V (TÜV) 

■ Rated Current: 4A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Dielectric Strength: 

   6.0KV (AC) TÜV (50Hz 1 min), 8.0KV (AC) TÜV (50Hz 1 min)

Technology data sheet

Certification 

■ Protection Degree: IP67

■ Pollution Degree: 1

■ Application Class: Class A

■ Flame Class: UL94-5VB

■ Sealing Type:  Potting

■ Temperature Range: -40°C~+85°C

■ Application Range:  Thin film solar modules
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BETAsolar PsBo-X Smart Junction Box 
LSB-10020 

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending

■ Rated Voltage: 1000V (TÜV), 600V / 1000V (UL)

■ Max. Working Voltage: 100V

■ Rated Current: 12A

■ Power: 180~400W

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Dielectric Strength: 

   6.0KV (AC) TÜV (50Hz 1 min), 2.2KV (DC) UL (1 min) / 3.0KV 

   (DC) UL (1 min)

Technology data sheet

Certification 

■ Protection Degree: IP67

■ Pollution Degree: 2

■ Sealing Type: Pre-potting + Sealing ring

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

■ Smart Function: DC Optimizing
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BETAsolar PsBo-X Smart Junction Box 
LSB-10040

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending

■ Rated Voltage: 1000V (TÜV), 600V / 1000V (UL)

■ Max. Working Voltage: 100V

■ Power: 180~400W

■ Rated Current: 12A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Dielectric Strength: 

   6.0KV (AC) TÜV (50Hz 1 min), 2.2KV (DC) UL (1 min) / 3.0KV 

   (DC) UL (1 min)

Technology data sheet

Certification 

■ Protection Degree: IP67

■ Pollution Degree: 1

■ Sealing Type:  Potting

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

■ Smart Function: DC Optimizing
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BETAsolar PsBo-X Smart Junction Box 
LSB-10060

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending

■ Rated Voltage: 1000V / 1500V (TÜV), 600V / 1000V (UL)

■ Max. Working Voltage: 100V

■ Power: 180~400W

■ Rated Current: 12A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Dielectric Strength: 

   6.0KV (AC) TÜV (50Hz 1 min), 2.2KV (DC) UL (1 min)

   8.0KV (AC) TÜV (50Hz 1 min), 3.0KV (DC) UL (1 min)

Technology data sheet

Certification 

■ Protection Degree: IP67

■ Pollution Degree: 1

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Sealing Type: potting

■ Temperature Range: -40°C~+85°C

■ Smart Function:  System monitoring
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BETAsolar PsBo-X Junction Box 
LSB-00150

■ Rated Voltage: 1000V / 1500V (TÜV), 1000V (UL) 

■ Max. Working Voltage: 100V

■ Rated Current: 12A

■ Reverse Current: 25A

■ Standard: EN50548: 2011+A1

■ Contact Resistance: ≤3mΩ

■ Input Resistance: 12mΩ±2mΩ (2×1.0m Cable)

■ Power: 180~400W

■ Dielectric Strength: 

   8.0KV (AC) TÜV (50Hz 1 min), 3.0KV (DC) UL (1 min)

■ Protection Degree: IP68

■ Pollution Degree: 1

■ Sealing Type: Potting

■ Application Class: Class A

■ Flame Class: UL94-5VA

■ Temperature Range: -40°C~+85°C

■ Structural Features: Modularized type

Technology data sheet

Certification 

■ TÜV Rheinland Certificate No.: Pending

■ UL Certificate No.: Pending
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